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ULTIMATE HARDENED SECURITY
n	 Fastest arm speed in the industry reduces traffic backup by 

minimizing gate open time thus allowing more vehicles per 
hour in fewer lanes.

n	 Deploy barrier arm in response to a threat in as little as 
5 seconds with Emergency Fast Close capability.

n	 Unique dual arm design prevents a large, 15,000 lb 
(6.8 metric tons) truck or a small passenger vehicle from 
penetrating the perimeter.

n	 Engineered and third party certified to ASTM F2656-M30 
standards.

UNMATCHED SAFETY
n	 Lower barrier arm ensures that initial impact on small 

passenger vehicles occurs at the front of the vehicle, slowing 
or stopping the vehicle before upper barrier arm impacts the 
passenger compartment. Most other designs, without a lower 
arm, would hit at windshield level, sheering off the top half of 
a smaller vehicle, which is more likely to be driven by a non-
threatening innocent motorist.

n	 Entrapment shield around catch post prevents potential 
entrapment or injury to pedestrians.

n	 LED arm lighting increases visibility, especially at night and in 
harsh weather, to prevent accidental collision.

n	 Integrated photo eye automatically detects people or 
vehicles in the way of barrier arm during closing.

n	 Traffic light clearly alerts motorists when it is safe to pass 
through barrier arm opening.

SIMPLE, LOW COST INSTALLATION
n	 Shallow mount footing reduces installation time and reduces 

worries about utilities, water table, and other site concerns.
n	 Plate mount design allows foundation construction 

independent of equipment installation.
n	 Self contained controls and hydraulics reduce the need for 

expensive and time consuming trenching of hydraulic hose and 
wiring to a remote control panel.

n	 Ultra rugged hot dip galvanized structure resists corrosion 
even in the harshest environments. 

Entrapment shield

LED arm lighting

Controls & hydraulics 
integrated into stanchion

Traffic light comes standard (not pictured)

StrongArm (M30 ) TM

Shallow mount for easy, 
economical installation

6’ x 6’ x 24” (183 x 183 x 61 cm)  
concrete pads*

*4’ x 4’ x 4’ (122 x 122 x 122 cm) pad configurations also available

Catch post



n	 30 years experience designing and manufacturing the 
highest reliability, longest lived and most powerful drive 
system.

n	 Proven hydraulic drive securely operates tens of 
thousands of HySecurity gate operators worldwide. 
Extremely low failure rate.

n	 Variable flow hydraulic system generates optimized 
motion of barrier arm, enabling high speed, ultra 
smooth operation without banging or excessive wear on 
components.

n	 Double acting hydraulic system opens barrier arm to full 
vertical and allows hydraulic locking of barrier arm in closed 
position, eliminating the need for external locking devices.

n	 Simple, compact hydraulic system contains only one 
gallon of high performance hydraulic fluid. Biodegradable 
fluid available upon request.

Proven Highest Reliability Drive
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n	 The most reliable microprocessor based control board in the 
business, the Smart Touch Controller supplies the most 
extensive feature set available, plus RS-485 based command 
and control interfacing.

n	 Over 10 years of proven field reliability communicating 
alerts, status, faults, and security breach conditions.

n	 Smart Touch Controller and keypad conveniently and cost 
effectively mounted inside the operator.

n	 Integrates with all access control devices and security 
systems. Easily synchronizes with other gate operators, crash 
gates, and accessories.

n	 Encoder continuously senses arm position and enables 
precise motion control without the use of exposed mechanical 
limit switches.

n	 Connect to a laptop using HySecurity’s Smart Touch Analyze 
and Retrieve Tool (S.T.A.R.T.) computer interface to upload 
the latest operator software, download fault logs, generate 
diagnostics, and program the operator.

Proven Integrated, intelligent Controls

M30 Engineered Barrier



Standard Features 
n 	LED arm lighting 
n 	Traffic light 
n 	Photoelectric eyes 
n 	Emergency Fast Close 
n 	Hand pump for manual operation
n	 Hot dip galvanized finish
n 	Encoder delivers precise limit control 

Optional Features 
n 	HY-5A vehicle detectors (plug-in) 
n 	Biodegradable, non-toxic fluid 
n 	Heater (required for biodegradable fluid) 
n 	Main & remote operator panels 
n 	Magnetic lock 
n 	Custom color paint 
n	 Uninterruptible Power Supply (UPS)

System Design Support: Contact HySecurity for CAD drawings, specifications, help with custom site requirements, 
installer referrals, and other technical support.
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Specifications  

  CRASH

Model StrongArm M30

Third Party 
Certification

ASTM F2656 M30

Duty Cycle 100 cycles per hour

Horsepower 2 hp

Open/Close Time 6 seconds to 8 seconds

Emergency Fast 
Close Time

5 seconds to 7 seconds

Arm Length Capacity 12 ft to 24 ft in 2 ft increments
(366 cm to 732 cm in 61 cm increments)

Ingress Protection IP56

Temp. Rating -40º F to +158º F (-40º C to +70º C)

1 Phase Power 208V - 230V, 50/60 Hz 20A

3 Phase Power 208V - 230V, 50/60 Hz 20A
380V - 480V, 50/60Hz 15A

Warranty 5 year or 500,000 cycles

Available with UPS Battery Backup

UPS Backup Model StrongArm M30 UPS

Programming Functions

Operating Functions

LCD 
Screen

Smart Touch Controller Keypad Smart Touch Controller Board

HY-5A Vehicle 
Detectors (up 
to 4) plug into 
sockets

Free 
Exit

Inside 
Loop

Outside 
Loop

Center 
Loop

Smart Touch Controller 
n 	Microprocessor based controller (Non-PLC) 
n 	21 Inputs, Programmable Operation 
n	 3 User Programmable Relay Outputs 
n 	4 Plug-in Vehicle Loop Detector Sockets  
n 	RS-485 and RS-232 Communication 
n	 Provides Faults, Errors, Security Alerts 
n 	PC Interface for Programming and Diagnostics 

StrongArm (M30 ) TM

Call HySecurity for information 

phone 800-321-9947  fax 888-321-9946
www.hysecurity.com  •  info@hysecurity.com

StrongArm (M30 ) TM

StrongArm M30 Operator, Barrier Arm, and Footing Dimensions
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