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Menu Listing for Smart Touch Controller

Hy-Security Gate Operators 

The following tables have been provided as an aide to updating the SmartTouch program software.  Note: when a new version of software is loaded, the User Menu and Installer Menu settings will automatically reset to the original factory default settings, which are the same as a new “out of the box” operator.   Be certain to scan through the User & Installer menus and record any custom settings that are other than the defaults shown.  After the updated software installation is completed, manually enter any special settings noted.

User Menu Options
     Default   Actual Setting              

[Ct  __]   Close timer setting
0


[hC   0]  Momentary Close
0


[ho   0]  Momentary Open
0


[AP  2]   Power loss function
0


[ro   0]   Radio control option
0


[bF  2]   Warn before operate
2


[FA  0]   Forced open Alert and automatic gate reposition
0


[dA  0]   Drift Closed Alert and automatic gate reposition
0


[PE 0]    PE Alignment Mode
0
        N/A

[CL  0]  Clock set (24 hour type)
0
        N/A

[Ld  0]   LCD Contrast set
5


*Power loss function only appears if factory has provided DC type operator

*Close timer setting does not appear when set for constant contact close function.

Installer Menu Settings:
The installer menu can only be accessed by first entering the User Settings menu, then by pressing the Reset button and the Open button simultaneously. 


Installer Menu Options
  Default   Actual Setting

[uC  0]   UL Usage Class
0


[Sh  0]   Gate Hand, slide only
0


[Fd  0]  Load Factory Defaults
0
  N/A

[dg  0]   Set Master/slave type
0


[Fo  0]   Fire Dept. Open 
0


[oC  0]   Emergency close 
0


[SE  3]   Inherent Sensor sens.
3


[SS  0]   Inherent Sens. stop
0


[rt   0]  Maximum run timer
0


[Po  0]  Partial Open distance
0


[EC  0]  PEC reverse to open 
0


[EO  0]  PEO reverse to close
0


[gr  0]   Edge reverse to open 
0


[Sr   1]  IES reverse to open
1


[PC 0]   Set PEO/ PEC - N.C.
0


[gC  0]  Set GEB to N.C.
0


[tC  1]  Time Clock/ Interlock 
1


[or 1]  OOLD detector function
1


[ir  1]  IOLD detector function
1


[hd 1]  Shadow detector funct
1


[dL 1]  Vehicle detector logic
1


[Cr  1]    Reset detector funct
1


[Cb  0]   Reset detector funct
0


[CP  0]   Reset detector funct
0


[Eb  0]   ELD Detector funct
0


[r1  1]   User relay 1 option
1


[r2  6]   User relay 2 option
6


[r3  1]   User relay 3 option
1


[ELd 0]  Access factory ELD
0
   N/A

[iLd 0]   Access factory IOLD
0
   N/A

[oLd 0]  Access factory OOLD
0
   N/A

[SLd 0]  Access factory SLD
0
   N/A

These settings must be configured or the gate cannot function and menu will not exit.

This setting only appears only if the factory has provided an HRG gate operator

These settings appear only if the factory has provided an HTG arm gate operator
These settings appear only if the factory has provided a DC powered gate operator

IES stop only setting [SS __] does not appear unless set as a class 4 operator

